


U120 Urine Analyzer

Accurate
* Up to 120 tests/hour in Continuous Test Option
» Capable of reading 1 strip at a time in Single Test Option
* Test modes include Routine, STAT and QC
* Automatic calibration for accurate results and easy operation

Reliable

» Can read strips with 8, 9, 10, 11 parameters, additional strips with 1-11 parameters
available upon request

 Strip selection of up to 4 combinations for analyzer reading

* Minimal training required

Convenient Operation
» Saves and recalls the last 2,000 results automatically
» Audible beep signhals operator to dip strips in urine
* Can print up to 3 copies per test for convenient reviewing and easy record keeping
» Option to print results on sticker paper for quick and simple record management

Easy Data Management

* Includes RS232C and USB ports for easy data transfer to an extermal computer or LIS
* Optional Barcode Reader to record patient I1D

U120 Specifications

Feature Specifications

Analyzer Type Manual
Methodology Feflectance Fhotometry
Detection Fhotosensitive Diode
Single Test Option: 60 tests/hour
Toreughput Continuous Test Option: 120 tests/hour
Test Modes Fouting, STAT and QC
Memaory Last 2,000 results
Strip Incubation Time T Minute
Wavelenagth of Monochromatic LED 525 nmand 835 nm
Standard Strips 5,9, 10, 11 Parameters (S mmx 110 mm )
" s 1-11 Parameters (5 mm x 110 mm};
Additional Strips Available see URS Parameters
Total Combinations Fer Analyzer 4 Combinations
Standard RS232C Port (cable optional)
PC Port USB Port (cable optional)
Intermal Thermal Printer (included) R5222C Barcode Eeader (aptional)
Capabilities External Pnnter (not included) RS232C Barcode Header Fort (Included)

25 Pin Farallel External Printer Fort (included)

Code 128, Code 39, Codabar (NW-7), Intereaved 25, UPC-A UFC-E,
EAMN G EAN 13

Major Readable Barcodes

Calibration Automatic

Avallable Languages onthe Screen Enalish and additional language(s] .

Operating Conditions 0-40°C (32-104°F ) =852% KHH

Storage Conditions -5-50°C (23-122°F): 5a90% B H .
[ Fower source | 100-240 VAC, 50-60 Hz l

Dimensions (LxWx H) FE2em X% 26 . 9em X4 em (107" e 10, 8" 5. 7" ]

Display Dimensions (L x VW) 10:8cmE 5. iemi4d 2 x 2.2") .

WWeight 2.8kg(5.7 bs)

Ordering Information

Product Name Catalog No. Components

1 Urine Analyzer 2Fuses (2.04)

U120 Urine Analyzer U111-109¥T 1 Strip holder 1 Power Cord
1 Guick Start Guide
2 FPrinter FaperRaolls 1 Instruction Manual

1 Urine Analyzer 2 Fuses (2 .04)

1 Strip holder 1 Power Cord

U.’l 20 Unne Analyzer U111-111¢ T | 1 Senal Splitter Cable (RS232C)
with Barcode Reader 2 Printer PaperRolls T

1 Barcode Reader (R5Z232C) 1 Instruction Manual

Barcode Keader UEE”I—’H’NT 1 Barcode Reader (RS232C) 1 Senal splitter Cable (R5232C)

s 3 + 7 -
Printer Paper Rolls U1212101t 4 Printer Paper Rolls Themal Paper (0.06 mx 20 m); 200 results/roll

Sticker Paper (006 m x 9 m) 100 results/roll
L1120 Data Transfer kit U121-1319T 1 Data Transfer Cable (R5232C) 1 Package Insert

v  CE Marked for salein the European Community c €
T Cleared for US 510(k)




